COMPALT
Sy

Imverter

‘Nomingl battery voltage N W T MV | v e | 8y

Input valtage range 95-17V | 19-34V B-6BV | 95-17V | 19-34V | 3B-68V | 851V 19- 34V B-6V
Continuous pawer @ 25°C 11008 1600WA 1600VA. | 1300VA | Z300VA | BOOVA | 2500MA 4000V SOOOVA | TODOVA
Fower 20 min @ 25°C 1400V TR 700G | 1GOOMA | Z600NA | AOOCVA | 2BOMA 4400V FO00VA BOOOUA
Power 5 sec. @ 25°C 3 Pnom

Iairourm power Up to short-carcuit

Maximum asymmetric lnad Upto Poont

Stand-by adjustment 10 250

Cos phi 01-1

Maxirmum eflicenay s o 4% W% a3 o4% | 5%
Cansumgtion OF FSENd-DyON | 050N 080NN | 1213TW | OS08EW | QA0SOW | 1204000 | 140 8100 | 1726w ' 202 51ew 200amy
Dutput voltage l Sine vave Z30Vac

Output frequency 504z +/- 0.05% (crystal controlled)

Total harmonic distorion < 4% ci"‘_!ﬁ

Dynamic behaviour | ~ 05ms {on bad change O to 100%)

Eu;r_l:_lqg_g[g ‘Shost-carcuil proftecion | Autarmatc discornachan with 3 fime restar attempl

Dverhest prolection | Acaustic warnng before shub-off - with automatic restart

Batery charger (4 STEF) 1U-Un-Equakze (every 25 cycles)

Charging current adjustable | 0-#4 | 0-37A 0-20A 0-554 | 0-3A | 0-110A | o-1o0A | 0-70A | 0-504
Input current bakance adistment I Not avallatée 1-16A l 1-30A 1-504
Maximum input vokage | 265Vac

InpLt AC voltage range ! Adyustable threshold from 150 to 230Vac

Inpu fregquency ! 4 - 65tz

Power Factar Correction {PFC) [ EN 61000-3-2

Oplional solar charger (4 stages) HJ-Uo-Equalize (every 25 cycles) . .

Maximum PV open cicuit vakage (V) | 25V 457 90V B | av | s Not availatle

Maximum charge curment {A) |3 304 204 oA | 3 | A Mot availatle

Charging curve | IU-Uo-Equalize (every 25 cyckes} / Not avaiable Not availatle

Batlery control (threshalds and limes adustable by e user) -

Aesorplion ime | 04 h

End charge cycle voltage” | 144V BEV | STEV 144y W | STV | 144y | 8B | 576V

Fluating vokage | 138V AN 544V 136V | 7 | sy 136V AN | 54,4V
Equalization fime | . o4 -
Equalization voltage | 156V 32y g4V 156V | M2V | 624V 156V naw | B24v
Deep-discharge protecion 10.8v 216V an 108y N6V | 43V 108V NV | 432
Termpaabee compensakion .

mg:ammﬁm 3mi¢!*CICel

Muifunclion conlac! programimabie ! 164 - 250Vac (potential free 3 points)

Max. current on transfer relay l 16A3.TKVA L S0AG SKVA | s0m11 Sk
Transfer tme ! <&0ms

Weight [ 17K 126 kg 16kg | 171kg | 4k | kg kg | kg | 45kg
Dimension h x b L [ 12462150410 | 124015080 | 1M01ET) r """" MPBHASD | D080
Protection ndex 1P20 (P23 with top cover C-IP23) , P23

Certification ECE-R 10 (E24) . | Nolavalte | 0 | 0| Not availatle

EC conformity EN 1000-5-1, EN 61000-6-3, EN 55014, EN 55022, EN 61000-3-2, Dir. BY/336/EEC, LVD T323EEC

Operating termperature range 220G upto 455°C

Venfilatan From 45°C

Procousts level <408 | <4548 (withouttwith ventiation}

Wharanly 2 years

Ciptions. |

Sokar chiarge controller | 3 WA | 20m oh | 3 | 2 |

* Faciory settings

Data may change without any nofice




